
PCB terminal blocks and 
PCB connectors
Edition 1 / 20 4

8







4 PHOENIX CONTACT



5PHOENIX CONTACT

COMBICON PCB terminal blocks

COMBICON terminals XS up to 0.8 mm² (20 AWG)

Screw connection with tension sleeve 6
Push-in spring connection 6
IDC insulation displacement connection 14

COMBICON terminals S up to 1.5 mm² (16 AWG)

Screw connection with wire protector 15
Screw connection with tension sleeve 16
Push-in spring connection 34
Spring-cage connection 64

COMBICON terminals M up to 2.5 mm² (14 AWG)

Screw connection with wire protector 70
Screw connection with tension sleeve 71
Front screw connection 87
Push-in spring connection 90
Lever Push-in spring connection 99
Spring-cage connection 100

COMBICON terminals L up to 10 mm² (8 AWG)

Screw connection with wire protector 102
Screw connection with tension sleeve 104
Front connection 109
Push-in spring connection 110
Lever Push-in connection 113
Spring-cage connection 116

COMBICON terminals XL up to 35 mm² (2 AWG)

Screw connection with tension sleeve 118
Push-in spring connection 120
Lever Push-in connection 124
Spring-cage connection 127

COMBICON terminals XXL up to 95 mm² (3/0 AWG)

Screw connection with tension sleeve 128
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COMBICON terminals L up to 10 mm² (8 AWG)

PHOENIX CONTACT
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COMBICON PCB connectors

COMBICON connectors XS up to 0.5 mm² (20 AWG) 132

COMBICON connectors S up to 1.5 mm² (16 AWG) 160

COMBICON connectors M up to 2.5 mm² (14 AWG) 248

COMBICON connectors L up to 4 mm² (12 AWG) 396

COMBICON connectors L up to 6 mm² (10 AWG) 404

COMBICON connectors L up to 10 mm² (8 AWG) 423

COMBICON connectors L up to 16 mm² (6 AWG) 435

COMBICON connectors XL up to 35 mm² (2 AWG) 458
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COMBICON connectors XS up to 0.5 mm² (20 AWG)

PHOENIX CONTACT





































































































































































































































































































































































































































































































































































































































465PHOENIX CONTACT

FINEPITCH board-to-board connectors

FINEPITCH FS 0,635

SMD male connector strips 466
SMD female connectors 467

FINEPITCH FP 0,8

Shielded SMD male connectors 469
Shielded SMD female connectors 471
SMD male connector strips 473
SMD male connector strips 476

FINEPITCH FR 1,27

SMD male connector strips 478
SMD female connectors 479
IDC female connectors 481

FINEPITCH FQ 1,27

SMD pin headers 482
SMD base strips 482

FINEPITCH FQ 2,54

SMD pin headers 483
SMD base strips 484
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FINEPITCH FQ 2,54
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CONNEXIS PCB connectors

CONNEXIS connectors D21

Connectors 488
Headers 491

CONNEXIS connectors D31, single-row

Connectors 495
Headers 497

CONNEXIS connectors D31, double-row

Connectors 500
Headers 502

CONNEXIS connectors D32, single-row

Connectors 504
Headers 507

CONNEXIS connectors D32, double-row

Connectors 511
Headers 515
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CONNEXIS connectors D32, double-row

PHOENIX CONTACT
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High-current feed-through terminal blocks

Conductor cross-section up to 4 mm² (10 AWG)

Screw connection 522
Push-in spring connection 525

Conductor cross-section up to 10 mm² (8 AWG)

Screw connection 526

Conductor cross-section up to 16 mm² (6 AWG)

Screw connection 529
Push-in spring connection 531
Push-lock spring connection 532

Conductor cross-section up to 35 mm² (2 AWG)

Screw connection 533

Conductor cross-section up to 50 mm² (1/0 AWG)

Screw connection 535
T-LOX knee-lever connection 537

Conductor cross-section up to 95 mm² (3/0 AWG)

Screw connection 538
T-LOX knee-lever connection 539
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Conductor cross-section up to 16 mm² (6 AWG)

PHOENIX CONTACT

Conductor cross-section up to 16 mm² (6 AWG)

Conductor cross-section up to 16 mm² (6 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 PWO 16-POT 1705653 50 12
1 PWO 16-POT/S 1705654 50 12

PWO 16-POT

W

h2

I2 I1

h1

  

Panel feed-through terminal block, Push-in spring connection

BOX 45° Push-in IEC

1000 V

IEC

76 A

16 mm2

Technical data
Panel thickness [mm] 1 - 6
Connection capacity External Internal
Connection direction - 45 ° 0 °
Connection method Push-in spring 

connection
Cable lug connection

rigid / flexible [mm²] 1.5 - 16 / 1.5 - 16 - / -
1 conductor solid multi-stranded [mm²] - -
Flexible with ferrules without plastic sleeve [mm²] 1.5 - 16 -
Flexible with ferrules with plastic sleeve [mm²] 1.5 - 16 -
2 conductors with same cross section solid / stranded [mm²] - / - - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 1.5 - 4 -

Stripping length [mm] - 18 -
Tightening torque clamping space [Nm] - -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 76 / 16
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 1000 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 39.7
Length [l2] 23.1
Height [h1] 44.4
Height [h2] 26

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 PWO 16-UW 1844387 50 12
1 PWO 16-UW/S 1844390 50 12

PWO 16 - UW

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Push-in spring connection

BOX 45° Push-in IEC

800 V

IEC

76 A

16 mm2

Technical data
Panel thickness [mm] 1 - 6
Connection capacity External Internal
Connection direction - 45 ° 0 °
Connection method Push-in spring 

connection
Screw connection with 

tension sleeve
rigid / flexible [mm²] 1.5 - 16 / 1.5 - 16 6 - 16 / 6 - 16
1 conductor solid multi-stranded [mm²] 1.5 - 16 6 - 25
Flexible with ferrules without plastic sleeve [mm²] 1.5 - 16 6 - 16
Flexible with ferrules with plastic sleeve [mm²] 1.5 - 16 6 - 16
2 conductors with same cross section solid / stranded [mm²] - / - - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 1.5 - 4 4 - 6

Stripping length [mm] - 18 - 16
Tightening torque clamping space [Nm] - 2 - 2.3
Electrical parameters
rated current / nominal cross section [A] / [mm²] 76 / 16
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 800 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 39.7
Length [l2] 29.5
Height [h1] 44.4
Height [h2] 38.3

http://www.phoenixcontact.net/product/1705653
http://www.phoenixcontact.net/product/1705654
http://www.phoenixcontact.net/product/1844387
http://www.phoenixcontact.net/product/1844390
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Conductor cross-section up to 16 mm² (6 AWG)

PHOENIX CONTACT

Conductor cross-section up to 16 mm² (6 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

3 PLW 16-6/ 3-10 1821067 15 54.4
4 PLW 16-6/ 4-10 1821070 15 64.4
5 PLW 16-6/ 5-10 1821083 15 74.4

PLW 16

W

h2

I2 I1

h1



Panel feed-through terminal block, Push-lock connection

BOX 10 mm 0° IEC

1000 V

IEC

41 A

16 mm2

Technical data
Panel thickness [mm] 19.26 -
Connection capacity External Internal
Connection direction - 0 ° 35 °
Connection method Push-lock connection Push-in spring 

connection
rigid / flexible [mm²] 2.5 - 10 / 2.5 - 25 - / -
1 conductor solid multi-stranded [mm²] 2.5 - 16 -
Flexible with ferrules without plastic sleeve [mm²] 2.5 - 16 1.5 - 6
Flexible with ferrules with plastic sleeve [mm²] 2.5 - 16 1.5 - 6
2 conductors with same cross section solid / stranded [mm²] - / - - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] - -

Stripping length [mm] - 18 - 15
Tightening torque clamping space [Nm] - -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 41 / 16
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 1000 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 25.7
Length [l2] 20.27
Height [h1] 43
Height [h2] 42.8

http://www.phoenixcontact.net/product/1821067
http://www.phoenixcontact.net/product/1821070
http://www.phoenixcontact.net/product/1821083
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Conductor cross-section up to 35 mm² (2 AWG)

PHOENIX CONTACT

Conductor cross-section up to 35 mm² (2 AWG)

Conductor cross-section up to 35 mm² (2 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UW 25 3073364 25 15.1
1 UW 25/S 3073377 25 15.1

UW 25

W

h2

I2 I1

h1



Panel feed-through terminal block, Screw connection with tension sleeve

BOX 0° SCREW IEC

630 V

IEC

101 A

25 mm2

Technical data
Panel thickness [mm] 1 - 6
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method Screw connection with 

tension sleeve
Screw connection with 

tension sleeve
rigid / flexible [mm²] 6 - 35 / 10 - 25 6 - 35 / 10 - 25
1 conductor solid multi-stranded [mm²] - -
Flexible with ferrules without plastic sleeve [mm²] 4 - 25 4 - 25
Flexible with ferrules with plastic sleeve [mm²] 4 - 25 4 - 25
2 conductors with same cross section solid / stranded [mm²] 2.5 - 10 / 4 - 10 2.5 - 10 / 4 - 10
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 2.5 - 10 2.5 - 10

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 2.5 - 10 2.5 - 10

Stripping length [mm] - 19 - 19
Tightening torque clamping space [Nm] 4 - 4.5 4 - 4.5
Electrical parameters
rated current / nominal cross section [A] / [mm²] 101 / 25
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 630 - -
Rated surge voltage [kV] 6 - -
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 42.3
Length [l2] 33.3
Height [h1] 48.5
Height [h2] 45

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UW 25-POT 3073500 25 15.1
1 UW 25-POT/S 3073513 25 15.1

UW 25-POT

W

h2

I2 I1

h1



Panel feed-through terminal block, Screw connection with tension sleeve

BOX 0° SCREW IEC

630 V

IEC

101 A

25 mm2

Technical data
Panel thickness [mm] 1 - 6
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method Screw connection with 

tension sleeve
Cable lug connection

rigid / flexible [mm²] 6 - 35 / 10 - 25 - / -
1 conductor solid multi-stranded [mm²] - -
Flexible with ferrules without plastic sleeve [mm²] 4 - 25 -
Flexible with ferrules with plastic sleeve [mm²] 4 - 25 -
2 conductors with same cross section solid / stranded [mm²] 2.5 - 10 / 4 - 10 - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 2.5 - 10 -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 2.5 - 10 -

Stripping length [mm] - 19 -
Tightening torque clamping space [Nm] 4 - 4.5 -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 101 / 25
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 630 - -
Rated surge voltage [kV] 6 - -
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 42.3
Length [l2] 28.7
Height [h1] 48.5
Height [h2] 30

http://www.phoenixcontact.net/product/3073364
http://www.phoenixcontact.net/product/3073377
http://www.phoenixcontact.net/product/3073500
http://www.phoenixcontact.net/product/3073513
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Conductor cross-section up to 35 mm² (2 AWG)

PHOENIX CONTACT

Conductor cross-section up to 35 mm² (2 AWG)

Conductor cross-section up to 35 mm² (2 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UWV 25 3073445 25 15.1
1 UWV 25/S 3073458 25 15.1

UWV 25

W

h2

I2 I1

h1



Panel feed-through terminal block, Screw connection with tension sleeve

BOX -90° SCREW IEC

630 V

IEC

101 A

25 mm2

Technical data
Panel thickness [mm] 1 - 6
Connection capacity External Internal
Connection direction - -90 ° 0 °
Connection method Screw connection with 

tension sleeve
Screw connection with 

tension sleeve
rigid / flexible [mm²] 6 - 35 / 10 - 25 6 - 35 / 10 - 25
1 conductor solid multi-stranded [mm²] - -
Flexible with ferrules without plastic sleeve [mm²] 4 - 25 4 - 25
Flexible with ferrules with plastic sleeve [mm²] 4 - 25 4 - 25
2 conductors with same cross section solid / stranded [mm²] 2.5 - 10 / 4 - 10 2.5 - 10 / 4 - 10
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 2.5 - 10 2.5 - 10

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 2.5 - 10 2.5 - 10

Stripping length [mm] - 19 - 19
Tightening torque clamping space [Nm] 4 - 4.5 4 - 4.5
Electrical parameters
rated current / nominal cross section [A] / [mm²] 101 / 25
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 630 - -
Rated surge voltage [kV] 6 - -
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 45.5
Length [l2] 33.3
Height [h1] 54.8
Height [h2] 45

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UWV 25-POT 3073568 25 15.1
1 UWV 25-POT/S 3073571 25 15

UWV 25-POT

W

h2

I2 I1

h1



Panel feed-through terminal block, Screw connection with tension sleeve

BOX -90° SCREW IEC

630 V

IEC

101 A

25 mm2

Technical data
Panel thickness [mm] 1 - 6
Connection capacity External Internal
Connection direction - -90 ° 0 °
Connection method Screw connection with 

tension sleeve
Cable lug connection

rigid / flexible [mm²] 6 - 35 / 10 - 25 - / -
1 conductor solid multi-stranded [mm²] - -
Flexible with ferrules without plastic sleeve [mm²] 4 - 25 -
Flexible with ferrules with plastic sleeve [mm²] 4 - 25 -
2 conductors with same cross section solid / stranded [mm²] 2.5 - 10 / 4 - 10 - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 2.5 - 10 -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 2.5 - 10 -

Stripping length [mm] - 19 -
Tightening torque clamping space [Nm] 4 - 4.5 -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 101 / 25
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 630 - -
Rated surge voltage [kV] 6 - -
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 45.5
Length [l2] 28.6
Height [h1] 54.8
Height [h2] 30

http://www.phoenixcontact.net/product/3073445
http://www.phoenixcontact.net/product/3073458
http://www.phoenixcontact.net/product/3073568
http://www.phoenixcontact.net/product/3073571
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Conductor cross-section up to 50 mm² (1/0 AWG)

PHOENIX CONTACT

Conductor cross-section up to 50 mm² (1/0 AWG)

Conductor cross-section up to 50 mm² (1/0 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UW 50/S 1713709 20 18.8

UW 50

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Screw connection with tension sleeve

BOX 0° SCREW IEC

800 V

IEC

150 A

50 mm2

Technical data
Panel thickness [mm] 1 - 4
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method Screw connection with 

tension sleeve
Screw connection with 

tension sleeve
rigid / flexible [mm²] - / 16 - 50 - / 16 - 50
1 conductor solid multi-stranded [mm²] 16 - 50 16 - 50
Flexible with ferrules without plastic sleeve [mm²] 10 - 50 10 - 50
Flexible with ferrules with plastic sleeve [mm²] 10 - 50 10 - 50
2 conductors with same cross section solid / stranded [mm²] 6 - 16 / 10 - 16 6 - 16 / 10 - 16
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 6 - 16 6 - 16

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 6 - 10 6 - 10

Stripping length [mm] - 24 - 24
Tightening torque clamping space [Nm] 6 - 8 6 - 8
Electrical parameters
rated current / nominal cross section [A] / [mm²] 150 / 50
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 800 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 35
Length [l2] 45.3
Height [h1] 54
Height [h2] 54

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UWV 50/S 1713711 20 18.8

UWV 50

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Screw connection with tension sleeve

BOX -90° SCREW IEC

800 V

IEC

150 A

50 mm2

Technical data
Panel thickness [mm] 1 - 4
Connection capacity External Internal
Connection direction - -90 ° 0 °
Connection method Screw connection with 

tension sleeve
Screw connection with 

tension sleeve
rigid / flexible [mm²] - / 16 - 50 - / 16 - 50
1 conductor solid multi-stranded [mm²] 16 - 50 16 - 50
Flexible with ferrules without plastic sleeve [mm²] 10 - 50 10 - 50
Flexible with ferrules with plastic sleeve [mm²] 10 - 50 10 - 50
2 conductors with same cross section solid / stranded [mm²] 6 - 16 / 10 - 16 6 - 16 / 10 - 16
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 6 - 16 6 - 16

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 6 - 10 6 - 10

Stripping length [mm] - 24 - 24
Tightening torque clamping space [Nm] 6 - 8 6 - 8
Electrical parameters
rated current / nominal cross section [A] / [mm²] 150 / 50
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 800 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 35
Length [l2] 55
Height [h1] 54
Height [h2] 56

http://www.phoenixcontact.net/product/1713709
http://www.phoenixcontact.net/product/1713711
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Conductor cross-section up to 50 mm² (1/0 AWG)

PHOENIX CONTACT

Conductor cross-section up to 50 mm² (1/0 AWG)

Conductor cross-section up to 50 mm² (1/0 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UW 50-POT/S 1713843 25 18.8

UW 50-POT

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Screw connection with tension sleeve

BOX 0° SCREW IEC

800 V

IEC

150 A

50 mm2

Technical data
Panel thickness [mm] 1 - 4
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method Screw connection with 

tension sleeve
Cable lug connection

rigid / flexible [mm²] - / 16 - 50 - / -
1 conductor solid multi-stranded [mm²] 16 - 50 -
Flexible with ferrules without plastic sleeve [mm²] 10 - 50 -
Flexible with ferrules with plastic sleeve [mm²] 10 - 50 -
2 conductors with same cross section solid / stranded [mm²] 6 - 16 / 10 - 16 - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 6 - 16 -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 6 - 10 -

Stripping length [mm] - 24 -
Tightening torque clamping space [Nm] 6 - 8 -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 150 / 50
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 800 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 30
Length [l2] 45.3
Height [h1] 32
Height [h2] 54

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UWV 50-POT/S 1713845 20 18.8

UWV 50-POT

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Screw connection with tension sleeve

BOX -90° SCREW IEC

800 V

IEC

150 A

50 mm2

Technical data
Panel thickness [mm] 1 - 4
Connection capacity External Internal
Connection direction - -90 ° 0 °
Connection method Screw connection with 

tension sleeve
Cable lug connection

rigid / flexible [mm²] - / 16 - 50 - / -
1 conductor solid multi-stranded [mm²] 16 - 50 -
Flexible with ferrules without plastic sleeve [mm²] 10 - 50 -
Flexible with ferrules with plastic sleeve [mm²] 10 - 50 -
2 conductors with same cross section solid / stranded [mm²] 6 - 16 / 10 - 16 - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 6 - 16 -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 6 - 10 -

Stripping length [mm] - 24 -
Tightening torque clamping space [Nm] 6 - 8 -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 150 / 50
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 800 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 30
Length [l2] 45.3
Height [h1] 32
Height [h2] 54

http://www.phoenixcontact.net/product/1713843
http://www.phoenixcontact.net/product/1713845
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Conductor cross-section up to 50 mm² (1/0 AWG)

PHOENIX CONTACT

Conductor cross-section up to 50 mm² (1/0 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 TW 50/ 1-CL 1708744 10 38
2 TW 50/ 2-CL 1708745 10 58
3 TW 50/ 3-CL 1708746 5 78
4 TW 50/ 4-CL 1708748 5 98
5 TW 50/ 5-CL 1708749 5 118
6 TW 50/ 6-CL 1708751 5 138

TW 50/..-CL

W

h2

I2 I1

h1

 

Panel feed-through terminal block, T-LOX knee lever connection

BOX 20 mm 0° T-LOX IEC

1000 V

IEC

150 A

50 mm2

Technical data
Panel thickness [mm] 1 - 5
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method T-LOX knee lever 

connection
Cable lug connection

rigid / flexible [mm²] 10 - 50 / 16 - 50 - / -
1 conductor solid multi-stranded [mm²] - -
Flexible with ferrules without plastic sleeve [mm²] 10 - 50 -
Flexible with ferrules with plastic sleeve [mm²] 10 - 50 -
2 conductors with same cross section solid / stranded [mm²] - / - - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] 6 - 16 -

Stripping length [mm] - 20 -
Tightening torque clamping space [Nm] - -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 150 / 50
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 1000 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 46
Length [l2] 58.1
Height [h1] 73.5
Height [h2] 58.16

http://www.phoenixcontact.net/product/1708744
http://www.phoenixcontact.net/product/1708745
http://www.phoenixcontact.net/product/1708746
http://www.phoenixcontact.net/product/1708748
http://www.phoenixcontact.net/product/1708749
http://www.phoenixcontact.net/product/1708751
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Conductor cross-section up to 95 mm² (3/0 AWG)

PHOENIX CONTACT

Conductor cross-section up to 95 mm² (3/0 AWG)

Conductor cross-section up to 95 mm² (3/0 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UW 95/S 1713223 10 25

UW 95

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Screw connection with tension sleeve

BOX 0° SCREW IEC

1000 V

IEC

323 A

95 mm2

Technical data
Panel thickness [mm] 1 - 4
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method Screw connection with 

tension sleeve
Screw connection with 

tension sleeve
rigid / flexible [mm²] - / 35 - 95 - / 35 - 95
1 conductor solid multi-stranded [mm²] 25 - 95 25 - 95
Flexible with ferrules without plastic sleeve [mm²] 25 - 95 25 - 95
Flexible with ferrules with plastic sleeve [mm²] 25 - 95 25 - 95
2 conductors with same cross section solid / stranded [mm²] - / 16 - 35 - / 16 - 35
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 16 - 35 16 - 35

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] - -

Stripping length [mm] - 27 - 27
Tightening torque clamping space [Nm] 10 - 12 10 - 12
Electrical parameters
rated current / nominal cross section [A] / [mm²] 232 / 95
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 1000 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 45
Length [l2] 49.5
Height [h1] 73.9
Height [h2] 73.9

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UWV 95/S 1713226 10 25

UWV 95

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Screw connection with tension sleeve

BOX -90° SCREW IEC

1000 V

IEC

323 A

95 mm2

Technical data
Panel thickness [mm] 1 - 5
Connection capacity External Internal
Connection direction - -90 ° 0 °
Connection method Screw connection with 

tension sleeve
Screw connection with 

tension sleeve
rigid / flexible [mm²] - / 35 - 95 - / 35 - 95
1 conductor solid multi-stranded [mm²] 25 - 95 25 - 95
Flexible with ferrules without plastic sleeve [mm²] 25 - 95 25 - 95
Flexible with ferrules with plastic sleeve [mm²] 25 - 95 25 - 95
2 conductors with same cross section solid / stranded [mm²] - / 16 - 35 - / 16 - 35
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 16 - 35 16 - 35

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] - -

Stripping length [mm] - 27 - 27
Tightening torque clamping space [Nm] 10 - 12 10 - 12
Electrical parameters
rated current / nominal cross section [A] / [mm²] 232 / 95
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 1000 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 45
Length [l2] 78.7
Height [h1] 73.9
Height [h2] 79.5

http://www.phoenixcontact.net/product/1713223
http://www.phoenixcontact.net/product/1713226
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Conductor cross-section up to 95 mm² (3/0 AWG)

PHOENIX CONTACT

Conductor cross-section up to 95 mm² (3/0 AWG)

Conductor cross-section up to 95 mm² (3/0 AWG)

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 UW 95-POT-F/S 1713243 10 25

UW 95-POT

W

h2

I2 I1

h1

 

Panel feed-through terminal block, Screw connection with tension sleeve

BOX 0° SCREW IEC

1000 V

IEC

323 A

95 mm2

Technical data
Panel thickness [mm] 1 - 4
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method Screw connection with 

tension sleeve
Cable lug connection

rigid / flexible [mm²] - / 35 - 95 - / -
1 conductor solid multi-stranded [mm²] 25 - 95 -
Flexible with ferrules without plastic sleeve [mm²] 25 - 95 -
Flexible with ferrules with plastic sleeve [mm²] 25 - 95 -
2 conductors with same cross section solid / stranded [mm²] - / 16 - 35 - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] 16 - 35 -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] - -

Stripping length [mm] - 27 -
Tightening torque clamping space [Nm] 10 - 12 -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 232 / 95
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 1000 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 49.5
Length [l2] 42
Height [h1] 47.4
Height [h2] 100.7

Ordering data
No. of 
pos.

Type Item No. Pcs./
Pkt.

Width
w [mm]

1 TW 95/ 1-CL 1708752 10 45
2 TW 95/ 2-CL 1708753 10 71
3 TW 95/ 3-CL 1708754 5 97
4 TW 95/ 4-CL 1708755 5 123
5 TW 95/ 5-CL 1708756 5 149
6 TW 95/ 6-CL 1708757 5 175

TW 95/..-CL

W

h2

I2 I1

h1

 

Panel feed-through terminal block, T-LOX knee lever connection

BOX 0° T-LOX IEC

1000 V

IEC

323 A

95 mm2

Technical data
Panel thickness [mm] 1 - 5
Connection capacity External Internal
Connection direction - 0 ° 0 °
Connection method T-LOX knee lever 

connection
Cable lug connection

rigid / flexible [mm²] - / 25 - 95 - / -
1 conductor solid multi-stranded [mm²] 25 - 95 -
Flexible with ferrules without plastic sleeve [mm²] 25 - 95 -
Flexible with ferrules with plastic sleeve [mm²] 25 - 95 -
2 conductors with same cross section solid / stranded [mm²] - / - - / -
2 conductors with the same cross section flexible with 
ferrule without plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
ferrule and plastic sleeve

[mm²] - -

2 conductors with the same cross section flexible with 
TWIN ferrule and plastic sleeve

[mm²] - -

Stripping length [mm] - 25 -
Tightening torque clamping space [Nm] - -
Electrical parameters
rated current / nominal cross section [A] / [mm²] 232 / 95
Surge voltage category/degree of pollution III/3 III / 2 II / 2
Rated insulation voltage [V] 1000 1000 1000
Rated surge voltage [kV] 8 8 6
General data
Type of insulation material / insulation material group PA / I
Flammability rating in accordance with UL 94 V0
Certification data
Note More detailed information on the approval data can 

be found on our website.

Dimensions [mm]
Length [l1] 52.9
Length [l2] 67.15
Height [h1] 75.75
Height [h2] 65.6

http://www.phoenixcontact.net/product/1713243
http://www.phoenixcontact.net/product/1708752
http://www.phoenixcontact.net/product/1708753
http://www.phoenixcontact.net/product/1708754
http://www.phoenixcontact.net/product/1708755
http://www.phoenixcontact.net/product/1708756
http://www.phoenixcontact.net/product/1708757
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